LD2040 | LD2041 | LD2042
LIGHTDREAM 5G GONTROLLERS

JOINERY LIGHTING & AUTOMATION

DC CONTROLLERS FOR DOOR ACTIVATED LIGHTING - USING REED SWITCHES

DC controllers (LD2040, LD2041 and LD2042) form the central hub of the Lightdream door-activated lighting system. They
seamlessly switch power between the 12/24V power supply and the LED light when triggered by reed switches.

Key Features

e Flexible Input: Accepts 12/24V DC power from power adapters or LED drivers.

e Unlimited Doors: Supports any number of reed switches with add-on dongle LD1420.

e Automatic Switching: Switches on the LED light when any door is opened;
turns off when all doors are closed.

e Reed Switch Compatibility: Compatible with Lightdream LD1400, LD1401,
LD1402, LD1403, and LD1416 models.

e Enhanced Control: Fade-in/fade-out, dimming, and auto-switch-off functions
available with LD2041 and LD2042 models.

e Open Integration: Fully compatible with third-party LED strip and drivers.
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CONTROLLER FEATURES COMPARISON

PART NUMBER LD2040 LD2041 LD2042

INPUT/OUTPUT VOLTAGE 12/24V DC 12/24V DC 12/24V DC

MAXIMUM LOAD 60W@12V, 120W@24V 60W@12V, 120W@24V 60W@12V, 120W@24V

MAXIMUM CURRENT 5A 5A 5A

INPUTS FOR REED SWITCHES 4 4 4

FADE-IN / FADE-OUT N.A. VARIABLE, 0-8 SEC. FIXED, 3 SEC.

DIMMABLE N.A. TO 70% ¢ 0 TO 100% 00

AUTO-SWITCH-OFF, IF ADOOR

IS LEFT OPEN N.A. VARIABLE 000 VARIABLE 000

N.A. Not Available | ¢ Reduces light level to 70% by closing and re-opening a door | 0¢ Set-and-forget to lower light level if too bright |
00 DIP switch settings 5m, 15m, 30m, infinity
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DC CONTROLLERS

COMMON CONFIGURATIONS

I AC Power
AC

POWER
SUPPLY

DC

12/24V DC

cabinet

LED

e —

reed swifch

. -~ magnet in door

Single door cabinet
Open door, light on
Close door, light off

®

AC Power

AC

POWER
SUPPLY
DC
1224vDC |
splitter cable LD1561

LD2040
LD2041
LD2042

cabinet

LED

—_—————————

reed switches reed switches

magnet in each door . -

@

Two cabinets with two doors each.
Each cabinet is independent.
Common power supply.
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Three door cabinet
Light comes on when
any door is opened.
Close all doors, light off.
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One cabinet with two doors, one cabinet with three doors.
Both cabinets are independent.
Common power supply.

SUITABLE FOR ANY DOOR
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